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733 7 Proj. No. 7 Sheet 7
at 60°F
2 . —
1 GENERAL NOTES
¢Typ. Detall “A" Expansion joint system shall be fabricated one section, except
3g° - < is over 50 feet. A
™~ o5 > be required.
3 o8 1/2" Beveled Curb be ground flush 6 provide a smooth surface. The
— Mk Bant Plate with be fabricated and installed fo the
- v 9|8 1727 @ sountersunk crown and grade of the roadway.
= socket head cap .
(Typ. ) Plan dimensions are based on fnstal lation at 60°F. The expansion
3 - < 7, sorews and anchors gap and ofher dimension shal | be increased or decreased " for
Const. Joint const. ot éach 10° fal| or rise In temperature at installation.
" " ngle X
3/4" @ x 8" Long L nt o Structural steel for the expansion joint system shal| be ASTM A709
Welded Shear Connector v < Grade 36. Anchors for the expdnsion Joint system shall be in
Stud (Typ.) 2 Angle & x 3-1/2 x 3/8 | docordance with Sec 1037. Preformed compression seal expansion joint
N Detall “8%) T systems shal | be in aecordance with Sec 717.
: et 2>
Fill Face of 7|2 ” ” ” [ = Structural steel for the expansion [oint system and curb plate shall
End Bent- Ty © 1-1/4" x 27 x 4-1/2" S|otted Well | be coated with a minimum of two coats of Inorganic zinc primer (5 mils
i wmm%wmmmﬂvamwamn“mﬂ\mm e e a T 1 minimum) or galvanized in dccordance with ASTM A123.  Anchors need
¢ [ - . - not be protected from overspray.
P Anchor Bolfs with 2-ruts and washers. 94167 0 Holes gt gbt PART SECTION A-A pr rom overspray
37 (See Standard Spectfications for | Concrete shall be forced undsr armor angle and around dnchors. Proper

the grout for the anchor bolts.)

censol idation of the cencrets shall be dchieved by localized internal
Connecfor STuds (Spaced vibration.

PART SECTION D-D alternately at abt. 37 ots.)

Longitudinal rejnforcing stes! shal| be placed so that ends shall mot

PART SECTION B-B be fore than #1” from vértical leg of angle af the expansion joint
system.
at 60°F
@ _.V> _'m ad cone_expansion or a

2-Layers of 50% 3" nsert. The minjmum ulfimate pullout
Roofing Fel+ =1 B @D at_60°F cgpacity for these anchors shall be 2700 Ibs in f'c = 4000 psi
between plate m\‘e 1720 @ Lountersunk Socket concreté. Lead anchors wil| not be permitted. Holes in +he barrier
and recess Head Cap Serews and Anchors 3" curb for anchors shall not be dr the concrete is at least

! Beveled Cyrb Bent Plate 2" 6" r T days old-

, 172" x 12" x 15" )

comst. Joint (Form flush with curb) Lb
B S ) i

. Bend Line
1o permit fres )3 T < 7 { \
movement of plate 0 —E 1/2” ® Countersunk
ﬂ 3 P Bove! ond of | Socket Head Cap Bevel ourb bent
bent curb Screws and Anchors plate on roadway
Face
plate on 7
Gutter & roadway face 7/8" from the roadway
Fill Face of .Vm,Omem AN _mxwav” 3-1/2 x 3/8 2-Layers 50# L I L face of plate to sedl
End Bent X Detal Roofing Felt [=—Bevaled Curb Bent Plate |
between plate 1727 % 12" % 15" 155¢
s
]

c
Bevel curb bent
plate t6 174"
Vorking Point ESh and recess || (Form £lush with ourb) SECTION C-C
jorking Poin ——(\ =11 PART ELEVATION
¢ Prostrass AT END OF
7 Angle Girder 7,8 7,s BEVELED CURB
\ BENT PLATE
" " PART SECTION THRU
3a ox 8" Long Walded _.V> _.'m JDINT SEAL TABLE OF TRANSVERSE BRIDGE SEAL DIMENSIONS
I alfernately spaced v»qumwmu»mmmu OF soal nacuired
2 at abou cts. (Typ. A o Vovemant
e | @ ® Ranee
147 x 172" Bar 2.5" | 1-5/8" |Manufacturer’s Recommended Helght | 0.9~
@ at 60°F 3.0" | 1-7/8" |Manufacturer’s Recommended Height | 1.0”
Ao} 3.5” 2-1/4" |Manufasturer's Recommended Height
N PART PLAN e \mma, 4.0” | 2-5/8” |Manufacturer’s Recommended Height
4.5" 2-3/4" |Manufacturer's Recommended Helght
! % 5.0" 2-1/8 Manufacturer’s Recommended Height
% VOOA
- 5SS © Note: Depth of seal shall not be less than width of seal
@ O,
gle 2 LA
2 x 3/8 S Size of armor angle: Vertical leg of angle shall be a minimum
of @ + 3/47. Horizontal Ieg of angle shall be a minimum of 3”.
1 (Typo) MinTmum thickness of angle shall be 1/2”7.
1/4" x 172" Bar 1f a seal size larger than that indicoted on the plons is used.
B " " the movement range, the opening at 60°F and all dimensions
S/ 18540 10l es 174" x 1/2" Bar for the armor angles shall be shown on the shop drawings.
(Typ. ) machine bolts ¢ 13/16” x 3" Drill 3/4" @ conorete vent holes
Siotted Hole at dbt. 127 ots. on roadway Payment for furnishing, coating or galvanizing and instal
face of angle (Typ.) tha structural stesl for the expansion joint will be considared
(T ) mw:ﬂ,mwm,W D%MW#WDMV(,ime WON+1BO+ unit price for Preformed
¥p: Lo |y PART CROSS SECTION eression Joint seal system.
THRU EXPANSION JOINT
DETAIL “A”" DETAIL “B”
Detal led
Checked Note: This drawing is not to scale. Follow dimensions. Sheet No. of OD_I_ZA_-*
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